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(57) ABSTRACT

A displaying device includes a first storing portion that stores
first connection data indicating connection statuses of a plu-
rality of instruments and a controlling system, a second stor-
ing portion that stores second connection data indicating con-
nection statuses of a plurality of instruments and an
instrument controlling device, a displaying portion that dis-
plays the first connection statuses through the first connection
data and the second connection statuses through the second
connection data, and a display controlling portion that causes
the first connection statuses and the second connection sta-
tuses to be displayed separately on the displaying portion.

4 Claims, 6 Drawing Sheets
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1
DISPLAY DEVICE THAT SEPARATELY
CONTROLS FIRST AND SECOND DISPLAY
WINDOWS FOR INDICATING CONNECTION
STATUSES OF PLURALITY OF
INSTRUMENTS ON DISPLAY DEVICE

CROSS REFERENCE TO RELATED
APPLICATION

This application claims priority under 35 U.S.C. §119 to
Japanese Patent Application No. 2013-011775, filed on Jan.
25, 2013, the entire content of which being hereby incorpo-
rated herein by reference.

FIELD OF TECHNOLOGY

The present invention relates to a display device for dis-
playing a connection status of a device that is connected to a
controlling system and an instrument controlling device, or
the like.

BACKGROUND

Control systems are used in monitoring and control of
various types of equipment ancillary to buildings, controlling
plants, and the like, and instrument controlling devices are
also used. See, for example, Japanese Unexamined Patent
Application Publication No. 2012-014388. For example, in
instrument controlling devices, signals are exchanged
between field instruments, such as process instruments and
various types of sensors, equipped in a work area, connected
through a network such as a FieldBus, where, conventionally,
mobile terminals would be used to connect directly to field
instruments to set, from above, parameters for calibration, or
to display diagnostic results relating to the proper operating
state of a field instrument.

In systems with this type of control, a standard (an inter-
national standard) that uses an electric current value between
4 mA and 20 mA as a signal, known as a “4-20 mA” signal, is
broadly used as a network for connecting instrument control-
ling devices and field instrument. In such a network, in the
past a value of a sensor that is a field instrument, or a value
between 0 and 100% for the degree of opening of a valve (a
primary measurement value) were expressed through the
electric current value (between 4 and 20 mA).

Moreover, at present network systems are also being devel-
oped wherein a digital signal is superimposed on an analog
control signal to exchange, with the instrument controlling
device, “additional information” such as secondary measure-
ment values for the field instruments (for example, a tempera-
ture for performing temperature-pressure correction in a pres-
sure gauge), setting parameters for the field instruments, and
the like. Such network systems are known as HART (High-
way Addressable Remote Transducer™) communication,
where the use of instruments that are based on the HART
communication standard is increasing.

Initially, the primary purpose was to set parameters for the
field instruments, such as setting ranges using a HART com-
munication compliant handheld terminal, but in recent years
there has been some diversification, such as advancements
and standardization regarding self-diagnostics in field instru-
ments, and the like. For example, monitoring field instrument
self-diagnostics information on an “instrument controlling
station,” which is added to, for example, an instrument con-
trolling device, has also become one major objective.

In the engineering work in a controlling system or an
instrument controlling device as described above, it is impor-
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tant to ascertain the connection status of individual field
instruments. For example, as illustrated in FIG. 5, an instru-
ment controlling device 301 and a controlling system 302 are
connected to various field instruments 305. A plurality of
controllers 303 are connected through a network 311 to the
controlling system 302, and a plurality of I/O module signal
converting devices 304 are connected to the individual con-
trollers 303. The instrument controlling device 301 is also
connected through the network 321 to the plurality of /O
module signal converting devices 304.

Moreover, a plurality of field instruments 305 are con-
nected by signal lines 312 and signal lines 322 to the indi-
vidual /O module signal converting devices 304. Of these,
each individual field instrument 305 is connected, through a
signal line 312, to a route that is a device controlling instru-
ment 302-1/O module signal converting device 303. More-
over, each individual field instrument 305 is connected,
through a signal line 322, to a route that is a device controlling
instrument 301-1/0 module signal converting device 304. The
1/0 module signal converting device 304 converts between
signals whereby the instrument controlling device 301 is
connected by the network 321, and signals for connecting to
the field instruments 305 through the signal lines 322.

The connection statuses illustrated in FIG. 5, described
above, are for an integrated type wherein the instrument con-
trolling device 301 and the controlling system 302 are con-
figured as a single unit. In the connection statuses of the
integrated type, described above, the connection status of an
individual field instrument 305, when viewed from the instru-
ment controlling device 301, and the connection status of the
individual field instrument 305 when viewed from the con-
trolling system 302 are identical. Consequently, the connec-
tion statuses of the instrument controlling device 301 and of
each individual field instrument 305 can be checked using the
connection diagram of the field instruments 305 used by the
controlling system 302.

However, in recent years there has been an increase in the
number of cases wherein the instrument controlling device is
implemented afterward into a configuration with a field
instrument of a controlling system wherein the instrument
controlling device is not incorporated already. In such a case,
as illustrated in FIG. 6, the field instruments 305 are con-
nected to the instrument controlling device 401 through a
route that is separate from the route by which the controlling
system 302 and the individual field instruments 305 are con-
nected. This is known as the “separate type” wherein the
configuration is such that the connections between the instru-
ment controlling device 401 and the field instruments 305 are
separate from the connections between the controlling system
302 and the field instruments 305.

In this separate type, the plurality of controllers 303 is
connected through the network 311 to the controlling system
302, where the individual controllers 303 are connected to the
plurality of I/O modules 404, and the plurality of field instru-
ments 305 is connected to the individual I/O modules 404
through the signal lines 312.

On the other hand, the signal converting device 402 is
connected to the instrument controlling device 401 by the
signal line 421, where each individual field instrument 305, of
the plurality thereof, is connected by a signal line 422 to the
signal converting device 402. Note that although omitted
from the diagram, a signal line 422 is connected for each
individual field instrument 305.

In such a separate type, the connection statuses of the
individual field instruments 305 when viewed from the instru-
ment controlling device 401 and the connection statuses of
the individual field instruments 305 when viewed from the
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controlling system 302 are different. Because of'this, it is not
possible, in the separate type, to confirm, using the connec-
tion diagram for the field instruments 305 used by the con-
trolling system 302, the connection statuses between the
instrument controlling device 401 and the individual field
instruments 305. In this way, there has been a problem in that,
in the separate type wherein the instrument controlling device
is incorporated afterward in a configuration wherein the con-
trolling system and the field instruments are already con-
nected, it is not easy to check the connection statuses between
the instrument controlling device and the individual field
instruments.

The present invention was created in order to solve prob-
lem areas such as set forth above, and an aspect thereof is to
enable easy checking of the connection statuses of the instru-
ment controlling device and the individual field instruments
in the separate type wherein the instrument controlling device
is incorporated afterward in a configuration wherein the con-
trolling system and the field instruments are already con-
nected.

SUMMARY

A displaying device according to the present invention
includes: a first storing portion that stores first connection
data indicating connection statuses of a plurality of instru-
ments and a controlling system; a second storing portion that
stores second connection data indicating connection statuses
of a plurality of instruments and an instrument controlling
device; a displaying portion that displays the first connection
statuses through the first connection data and the second
connection statuses through the second connection data; and
a display controlling portion that causes the first connection
statuses and the second connection statuses to be displayed
separately on the displaying portion.

In the displaying device, the display controlling portion
may cause the instruments in the first connection statuses and
the instruments in the second connection statuses to be dis-
played on the displaying portion in a state wherein a first tag
for identifying the instruments in the first connection data and
a second tag for identifying the instruments in the second
connection data are displayed.

In the display device, the first connection data may include
connection information for a plurality of instruments and the
controlling system through a plurality of relaying devices and
the display controlling portion may cause the first connection
statuses for the plurality of instruments and the controlling
system, through the plurality of relaying devices, to be dis-
played on the displaying portion hierarchically.

In the display device, the display controlling portion may
cause information regarding an instrument, selected from a
plurality of instruments that are displayed in the first connec-
tion status or the second connection status, to be displayed on
the displaying portion in a display area that is separate from
the display area for the first connection status or the second
connection status.

As explained above, the present invention has the superior
effect of enabling easy checking of the connection statuses of
the instrument controlling device and the individual field
instruments in the separate type wherein the instrument con-
trolling device is incorporated afterward in a configuration
wherein the controlling system and the field instruments are
already connected.

BRIEF DESCRIPTIONS OF THE DRAWINGS

FIG. 1 is a structural diagram illustrating the structure of a
display device in an example according to the present inven-
tion.
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FIG. 2 is an explanatory diagram illustrating state that is
displayed on a displaying portion 103.

FIG. 3 is an explanatory diagram illustrating state that is
displayed on a displaying portion 103.

FIG. 4 is an explanatory diagram illustrating state that is
displayed on a displaying portion 103.

FIG. 5 is a configuration diagram illustrating the state of
connection between a controlling system, and instrument
controlling device, and a field instrument.

FIG. 6 is a configuration diagram illustrating the state of
connection between a controlling system, and instrument
controlling device, and a field instrument.

DETAILED DESCRIPTION

Forms for carrying out the present invention will be
explained below in reference to the figures. FIG. 1 is a struc-
tural diagram illustrating the structure of a display device in
an example according to the present invention. The display
device includes a first storing portion 101, a second storing
portion 102, a displaying portion 103, and a display control-
ling portion 104.

The first storing portion 101 is for storing first connection
data indicating the connection statuses of the plurality of field
instruments and the controlling system. The second storing
portion 102 is for storing second connection data indicating
the connection statuses of the plurality of field instruments
and the instrument controlling device. The first connection
statuses according to the first connection data, and the second
connection statuses according to the second connection data,
stored in this way, are displayed on the displaying portion
103. The display is performed under the control of the display
controlling portion 104, where the display controlling portion
104 causes the first connection statuses and the second con-
nection statuses to be displayed on the displaying portion 103,
each separately from each other.

For example, the display controlling portion 104, as illus-
trated in FIG. 2, displays the second connection statuses in a
display area 201 ofthe displaying portion 103. In the example
illustrated in FIG. 2, “HART Communication,” which is the
connection with the instrument controlling device, is
selected, through a user operation, by a selecting tag 211, and
the second connection statuses are displayed on in the display
area 201. In the part that shows the individual field instru-
ments 221, a first tag 212 for identifying a field instrument
221 in the first connection data, and a second tag 213 for
identifying a field instrument 221 in the second connection
data, are shown in this display.

As illustrated in FIG. 2, the display controlling portion 104
causes information for the field instrument 221 that is
selected, from among the plurality of field instruments 221
that are displayed in the second connecting status, by a user
operation to be displayed in a display area 202 that is separate
from the display area 201, of the displaying portion 103.
Information for each individual field instrument 221 that is
required in the instrument controlling device is displayed in
this display.

Moreover, as illustrated in FIG. 3, for example, the display
controlling portion 104 displays the first connection statuses
in the display area 201 of the displaying portion 103. In the
exampleillustrated in FIG. 3, “DCS,” which is the connection
with the controlling system, is selected in the selecting tag
211 through a user operation, so the first connection statuses
are displayed in the display area 201. Here the first connection
data includes information for a plurality of field instruments
and the controlling system through a plurality of relaying
devices. Because of this, the display controlling portion 104
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displays the connection statuses of the plurality of field
instruments 221 through the controllers 222 and the /O mod-
ules 223, which are relaying devices, hierarchically in the
display area 201. Note that even in this display, the first tag
212 for identifying the field instruments 221 in the first con-
nection data, and the second tag 213 for identifying the field
instruments 221 in the second connection data are displayed
in the part that displays the individual field instruments 221.

As illustrated in FIG. 3, the display controlling portion 104
causes information for the field instrument 221 that is
selected, from among the plurality of field instruments 221
that are displayed in the first connecting status, by a user
operation to be displayed in a display area 202 that is separate
from the display area 201, of the displaying portion 103. In
this display, the information required in controlling the field
instrument 221 is displayed. In the example illustrated in FI1G.
3, the state is one wherein “HART Device Settings” is
selected through a user operation.

Moreover, as illustrated in FIG. 4, other information for the
field instrument 221 that is selected through a user operation,
from among the plurality of field instruments 221 that are
displayed of the first connection statuses, can be displayed in
the display area 202. In the example illustrated in FIG. 4, the
state is one wherein “DCS Tag Settings” is selected through a
user operation.

As explained above, in the present invention, the first con-
nection statuses and the second connection statuses are dis-
played separately on the displaying portion 103 under the
control of the display controlling portion 104, thus making it
easy to check the connection statuses of the individual field
instruments with the instrument controlling device, even in
the separate type, wherein the instrument controlling device
is incorporated afterward in a configuration wherein the field
instruments are already connected to the controlling system.

One example of data that is stored in the first storing por-
tion 101 will be presented next. As described above, the first
connection data indicates the connection statuses of the plu-
rality of field instruments and the controlling system. In the
controlling system, a plurality of controllers is connected, and
a plurality of I/O modules is connected to each individual
controller, and a field instrument is connected to each 1/O
module. The field instrument is a sensor or valve, or a func-
tional block for performing control, such as PID.

A point tag, for identifying the field instrument, informa-
tion (first connection data) indicating the connection status,
such as the controller number, I/O module number, slot num-
ber, and the like, electric current value/industrial unit convert-
ing data for the value, alarm threshold data, and other data
processing information is defined for each of the respective
field instruments. The data used for controlling the field
instruments by the controlling system is stored in the first
storing portion 101. The first connection statuses are gener-
ated from the first connection data indicating the connection
statuses as described above.

Data that is used by the instrument controlling device is
stored in the second storing portion 102. For example, a
definition for the IP address of the level above the communi-
cation module, the vendor name for the field instrument, the
type of field instrument, the HART version, and other envi-
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ronment setting data for the field instrument, are stored for
each individual field instrument, for example. Here a plurality
of field instruments is connected directly to a HART signal
converting device that is used paired with an instrument con-
trolling device so that, in the instrument controlling device,
the fact that information for a field instrument is stored in the
second storing portion 102 itself is second connection data.

Note that the present invention is not limited to the example
set forth above, but rather, of course, many changes and
combinations can be made by one of ordinary skill in the art,
within the range of the technical concept of the present inven-
tion.

The invention claimed is:

1. A displaying device for a separate controlling system
that is provided with connections between a controlling sys-
tem and a plurality of instruments separately structured from
connections between an instrument controlling device and
the instruments, the displaying device comprising:

A first storing portion that stores first connection data indi-
cating connection statuses of the plurality of instruments
and the controlling system;

a second storing portion that stores second connection data
indicating connection statuses of the plurality of instru-
ments and the instrument controlling device;

a displaying portion that displays the first connection sta-
tuses through the first connection data and the second
connection statuses through the second connection data;
and

a display controlling portion that causes one of the first
connection statuses and the second connection statuses
to be selectable and causes the connections statuses of
the selected one of the first connection statuses and the
second connection statuses to be displayed separately on
the displaying portion.

2. The display device as set forth in claim 1, wherein:

the display controlling portion causes the instruments in
the first connection statuses and the instruments in the
second connection statuses to be displayed on the dis-
playing portion in a state wherein a first tag for identi-
fying the instruments in the first connection data and a
second tag for identifying the instruments in the second
connection data are displayed.

3. The display device as set forth in claim 1, wherein:

the first connection data includes connection information
for a plurality of instruments and the controlling system
through a plurality of relaying devices; and

the display controlling portion causes the first connection
statuses for the plurality of instruments and the control-
ling system, through the plurality of relaying devices, to
be displayed on the displaying portion hierarchically.

4. The display device as set forth in claim 1, wherein:

the display controlling portion causes information regard-
ing an instrument, selected from a plurality of instru-
ments that are displayed in the first connection status or
the second connection status, to be displayed on the
displaying portion in a display area that is separate from
the display area for the first connection status or the
second connection status.
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